GMTR-1
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A Global Technologies Manufacturing Group

6 Volt thermoplastic battery
unit damp location listed is
standard on all models Sealed

maintenance—-free lead calcium
battery UL listed

The GMTR-1 Series, an extremely versatile unit,

that can be wall or ceiling mounted.

With the option of 11 watts remote capacity and standard damp location listed,

This emergency lighting unit with adjustable heads is your solution for emergency

lighting.

Electrical
B Dual voltage input
120/277 VAC, 60 Hz
Line—-latching
Brownout circuit
Low voltage disconnect
Overload/short circuit
Protection

Test Switch/Power
connector facilitates

Installation
Housing Construction

B All components are injection
molded, color stable, high
impact thermoplastic material

B Designer textured finish
Standard

B Components are of snap—-fit
construction to facilitate
under 5-minute installation

B Reinforcing ribs throughout
to provide maximum strength

B Suitable for wall or ceiling
mount applications

B Universal J-box mounting pattern

B Keyhole mounting slots
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Dimensions are approximate
and subject to change.

Battery
B Scaled lead Calcium, recombination
maintenance—free, long-life
mFull recharge time: 24 hrs (Max.)
B Polarized battery terminals

Head/Lamp Data
B Two heads standard
Square head type design
Glare—free Lens
Fully adjustable lamp housing
High impact thermoplastic
Matches housing finish

Ordering information
Order specify the model number per the following sequence:Example: GMTR-1-B
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Housing color

B=Black
W=White



